
1

MASON®
CLEAR ACRYLIC SHEET SIZE & THICKNESS GUIDE
Mold size reference, usable size guide, thickness overview and edge trimming
notes

This guide is designed for sheet selection, size communication and order
confirmation. It explains common mold sizes for clear cast acrylic sheet, usable
size after standard edge allowance, common thickness ranges, and how finished
size / net size should be understood in actual order communication. Suitable for
distributors, fabricators, signage buyers, project teams and export sales support.

Guide Scope
• Full mold size reference table
• Usable size after standard edge allowance
• Simplified common thickness guide
• Edge trimming, finished size and order notes

How to Read the Sizes
• Mold Size = production mold dimension
• Usable Size = reference size after normal
edge allowance
• Final net size depends on thickness and
trimming requirement

Typical Use
• Size confirmation with customers
• Thickness communication before quotation
• Internal order checking before production
• Reference for cut-to-size and fabrication
planning

Common Thickness Quick Guide

1.5 - 2 mm Thin inserts / frames / light signage

3 - 6 mm Signs / displays / general fabrication

8 - 12 mm Protection panels / partitions / project boards

15 - 30 mm Structural fabrication / covers / custom projects

40 mm+ Thick acrylic applications / custom work

Core Order Notes
• Confirm exact finished size before production.
• Different thicknesses may correspond to different molds.
• If edge trimming is required, specify it in advance.
• Cut-to-size and fabrication support are available on request.

Quick Workflow Confirm target finished size -> check corresponding mold size / usable size -> verify thickness availability -> confirm trimming
requirement -> finalize order details.

Service Scope Standard sheet supply / custom size communication / cut-to-size / fabrication support / export order coordination.

Key Definitions
• Mold Size: the production mold dimension.
• Usable Size: the reference sheet size after standard edge allowance.
• Finished Size / Net Size: the target delivered size after trimming or
further processing.

Best Practice Before Order
Always confirm the required finished size, target thickness, edge trimming
method, tolerance expectation and final delivery format before production
approval.
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Mold Size Reference Table

Common cast acrylic mold sizes and usable sheet formats for clear acrylic sheet selection and order confirmation.

Mold Type Mold Size Usable Size Code Surface

Polished 1.27 x 1.87 1.22 x 1.82 Q1 Gloss

Polished 1.30 x 1.90 1.25 x 1.85 Q Gloss

Frosted 1.30 x 1.90 1.25 x 1.85 PPQ Double frosted

Polished 1.32 x 1.93 1.27 x 1.88 Q3 Gloss

Polished 1.33 x 1.88 1.28 x 1.83 Q4 Gloss

Polished 1.08 x 2.08 1.03 x 2.03 T1 Gloss

Polished 1.10 x 2.10 1.05 x 2.05 T0 Gloss

Polished 1.11 x 2.11 1.06 x 2.06 T Gloss

Polished 1.27 x 2.48 1.22 x 2.43 L Gloss

Polished 1.28 x 2.49 1.23 x 2.44 L4 Gloss

Polished 1.30 x 2.50 1.25 x 2.45 L0 Gloss

Frosted 1.30 x 2.50 1.25 x 2.45 PL0 Single frosted

Frosted 1.30 x 2.50 1.25 x 2.45 PPL0 Double frosted

Polished 1.32 x 2.54 1.27 x 2.49 L1 Gloss

Frosted 1.32 x 2.54 1.27 x 2.49 PL1 Single frosted

Pattern 1.32 x 2.54 1.22 x 2.44 L1 custom Long rainbow

Polished 1.36 x 2.58 1.31 x 2.53 L2 Gloss

Polished 1.40 x 2.62 1.35 x 2.57 L3 Gloss

Polished 1.40 x 2.10 1.35 x 2.05 Q5 Gloss

Polished 1.93 x 2.54 1.88 x 2.49 L5 Gloss

Polished 1.34 x 2.56 1.29 x 2.51 L6 Gloss

Polished 1.70 x 2.65 1.65 x 2.60 Y Gloss

Polished 1.60 x 3.10 1.55 x 3.05 N Gloss

Polished 1.75 x 3.15 1.70 x 3.10 N1 Gloss

Polished 2.10 x 3.10 2.05 x 3.05 M Gloss

Frosted 2.10 x 3.10 2.05 x 3.05 PM Single frosted

Frosted 2.10 x 3.10 2.05 x 3.05 PPM Double frosted

Polished 2.15 x 3.15 2.10 x 3.10 M2 Gloss

Quick Note Mold Size = production mold dimension. Usable Size = reference size after standard edge allowance. If exact finished size is critical, please
confirm trimming requirement before production.

Page Use This table is intended for mold checking, quotation discussion, usable size reference and pre-order communication.
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Thickness Guide, Net Size Logic & Order Notes

Thickness Range Typical Use Remarks

1.5 - 2 mm Thin inserts, photo frames, light signage Common thin sheet reference

3 - 6 mm Signs, displays, general fabrication Most common commercial range

8 - 12 mm Protection panels, partitions, project boards Good rigidity and processing balance

15 - 30 mm Structural fabrication, covers, custom projects Project-based supply and processing

40 mm+ Thick acrylic applications Confirm production format before order

Net Size & Edge Trimming Notes
• Mold size refers to the production mold dimension.
• Usable size refers to the sheet size after standard edge allowance.
• If edge trimming is required, final net size may vary by thickness and
mold selection.
• For exact finished size requirements, trimming instructions should be
confirmed before production.

Order Communication Notes
• Different thicknesses may correspond to different molds.
• The same finished size may require different mold codes depending on
thickness.
• Tolerance, trimming method and final delivery format should be
confirmed before order approval.
• Cut-to-size and fabrication support are available on request.

Need a specific net size, thickness, or cut-to-size solution?
Contact our team for project support and size confirmation before order. We support custom size
communication, mold reference checking, and fabrication planning.

Website
www.kingscope.com
Support
Custom size / Fabrication / Export project

Final Checklist Before Production
1. Confirm target finished size or net size.
2. Confirm whether edge trimming is required.
3. Confirm thickness and surface finish.
4. Confirm mold code / usable size reference if needed.
5. Confirm delivery format for sheet supply or cut-to-size parts.
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