
ACRYLIC POOL PANEL & ENGINEERING REVIEW GUIDE
Project communication, panel-format review and production-confirmation reference for MASON large-format acrylic pool, aquarium
and viewing-structure panels.

Guide scope
This guide is based on the supplied MASON Thick Acrylic Sheet / Pool Panel Size Reference. It organizes the listed panel formats, the stated maximum
thickness capability of up to 400 mm, and the available processing-support items into a project-review workflow. The source does not provide structural
sizing calculations, water-load formulas, installation engineering or design approval criteria.

1. Pool Panel Size Reference

Category Panel Size

Pool Panel 3250 x 12450 mm

Pool Panel 3150 x 11000 mm

Pool Panel 3150 x 8850 mm

Pool Panel 3150 x 8150 mm

Pool Panel 2450 x 12700 mm

Pool Panel 2250 x 11300 mm

Pool Panel 2250 x 10100 mm

Pool Panel 2100 x 12250 mm

Pool Panel 2500 x 12300 mm

2. Related Thick Acrylic Sheet Formats

Category Panel Size

Thick Acrylic Sheet 1220 x 2440 mm

Thick Acrylic Sheet 2000 x 3000 mm

Reference definition
The supplied source defines Pool Panel as large-format panels for pool, aquarium and viewing-structure projects. The listed dimensions are size references
only and should not be treated as universal stock or lead-time guarantees.
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PROJECT ENGINEERING REVIEW INPUTS
The project review should first confirm the variables explicitly identified in the source before a final supply plan is accepted.

3. Source-Supported Review Variables

Review Item What Must Be Confirmed

Panel format Thick Acrylic Sheet or Pool Panel

Panel size Select / confirm the required panel dimension

Thickness Confirm together with the selected panel format

Quantity Confirm before final supply planning

Machining requirements Confirm the required processing scope

Delivery schedule Confirm before production commitment

4. Thickness Review

Maximum capability
The supplied source states that the current maximum available thickness reaches up to 400 mm.

• Do not assume that every listed pool-panel size is available at every thickness up to 400 mm.

• Review panel size and thickness as one combined project specification.

• Confirm the final supply plan before production according to thickness, quantity, machining requirements and delivery schedule.

5. Engineering Boundary

Not included in the supplied source
Structural panel-thickness calculation, hydrostatic or other load calculations, support-span verification, deflection criteria, fixing-system design and
installation engineering are not provided in the source document. Where these are required, they must be supplied or approved separately by the
responsible project / engineering party.
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PROCESSING & PRODUCTION REVIEW
The source confirms several fabrication-support items that can be reviewed separately as part of the project supply plan.

6. Processing Support

Processing Item Review Status

Cut-to-size Can be confirmed separately

Drilling Can be confirmed separately

CNC machining Can be confirmed separately

Polishing Can be confirmed separately

7. Recommended Production Review Sequence

• Confirm whether the requirement is a standard thick acrylic sheet or a large-format pool panel.

• Confirm the target panel size from the listed reference formats or state the required project size.

• Confirm required thickness and check its availability for the selected panel format.

• Confirm quantity.

• Confirm whether cut-to-size, drilling, CNC machining and/or polishing are required.

• Confirm delivery schedule.

• Approve the final supply plan before production.

Project-coordination recommendation
For custom machining, a customer drawing or equivalent dimensional specification is recommended for production coordination. This is a practical
communication recommendation and is not a dimensional requirement stated in the supplied source.

8. Supply Review Decision

Review Result Meaning

Ready for quotation Panel format, size, thickness, quantity and required processing are sufficiently defined

Needs clarification One or more source-supported variables remain unconfirmed

Needs separate engineering approval The request depends on structural / installation design items not covered by this guide
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ENGINEERING REVIEW CHECKLIST
A compact pre-production checklist for large-format MASON acrylic panel enquiries.

9. Project Review Checklist

Check Item Status / Project Input

Project category Pool / Aquarium / Viewing Structure / Other

Panel format Thick Acrylic Sheet / Pool Panel

Panel size To be confirmed

Thickness To be confirmed

Quantity To be confirmed

Cut-to-size Required / Not required

Drilling Required / Not required

CNC machining Required / Not required

Polishing Required / Not required

Delivery schedule To be confirmed

Final supply plan Pending / Approved

10. Final Review Notes

• All listed sizes are for project and production reference.

• Maximum available thickness currently reaches up to 400 mm.

• Final supply must be confirmed according to thickness, quantity, machining requirements and delivery schedule.

• Processing support for cut-to-size, drilling, CNC machining and polishing can be confirmed separately.

• This guide is not a structural design calculation or installation-engineering approval document.

Document use
Use this guide for customer selection, project communication, quotation preparation and production review. For project-critical structural or installation
decisions, use separately approved engineering information.
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